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Key Measurements for Rifton Seating Products

 LEFT  RIGHT  BOTH

A:  Seat Pan to Top of Shoulder:  ______________________

B:  Chest Depth:  ______________________

C:  Chest Width:  ______________________

D:  Seat Depth:  ______________________

E:  Seat Pan to Top of Head:  ______________________

F: Seat Pan to Elbow:  ______________________

G:  Hip Width:   ______________________

H:  Behind Knee to Heel:  ______________________

Seat To Axilla:  ______________________

Comments: 

____________________________________________

____________________________________________
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Use this diagram to get the measurements 
you need to select your Rifton seating product. Seat depth 
is particularly important, allowing for some space behind 
the knee. Also carefully consider hip width and support for 
back, shoulders and head. Because Rifton products provide 
adjustability over a wide range you will fi nd chair sizes 
that overlap to accommodate the same body dimensions. 
Generally it’s good to select the larger chair to allow for 
your client’s growth.

© 2014 Rifton

Products for life from people who care.®  |  Rifton Equipment  |  800.571.8198  |  rifton.com



Measurement HTS Dimensions Small 
Z110 

Medium
Z120

Large
Z130

A  Seat pan to top of shoulder Backrest height 16½”
(42 cm)

19½”
(50 cm)

24½”
(62 cm)

B  Chest depth Lateral supports Small: 5” depth
(13 cm) 

Small: 5” depth
(13 cm)
Large: 6½” depth
(17 cm)  

Large: 6½” depth
(17 cm) 

C  Chest width Distance between laterals 6” – 11”
(15 – 28 cm)

7½” – 12½”
(19 – 32 cm)

11” – 16½”
(28 – 42 cm)

Backrest width without laterals 11½”
(29 cm)

13½”
(34 cm)

16”
(41 cm)

D  Seat depth Seat depth 8” – 11”
(20 cm – 28 cm)

11½” – 14½”
(29 cm – 37 cm)

14½” – 17½”
(37 cm – 44 cm)

E  Seat pan to top of head Headrest height above seat 20” – 26”
(51 cm – 66 cm)

23” – 29”
(58 cm – 74 cm) 

28” – 34”
(71 cm – 86 cm)

F  Seat pan to elbow Armrest height above seat Small: 5½” (14 cm)
Med: 7” (18 cm)

Med: 7” (18 cm)
Large: 8½” (21½ cm)

Med: 7½” (19 cm)
Large: 9” (23 cm) 

G  Hip width Seat width with hip guides 8” – 10” 
(20 cm – 25 cm)

10” – 12”
(25 cm – 30 cm)

13” – 15”
(33 cm – 38 cm)

Seat width without hip guides 12”
(30 cm)

14”
(36 cm)

17”
(43 cm)

H  Behind knee to heel Seat to footboard 8” – 13”
(20 cm – 33 cm)

10” – 15”
(25 cm – 38 cm)

13” – 18”
(33 – 46 cm)

Mobile Tilt Frame
Seat to fl oor

15” – 21½”
(38 cm – 55 cm)

15” – 21½”
(38 cm – 55 cm)

17” – 22½”
(43 – 57 cm)

Mobile Non-Tilt Frame
Seat to fl oor

15½” – 20”
(39 cm – 51 cm)

15½” – 20”
(39 cm – 51 cm)

NA

Stationary Non-Tilt Frame
Seat to fl oor

12½” – 17”
(32 cm – 43 cm)

12½” – 17”
(32 cm – 43 cm)

15” – 19”
(38 cm – 48 cm)

Seat to Axilla
Consider backrest height and 
height of laterals

Lateral supports Small: 4” high
(10 cm)

Small: 4” high
(10 cm)
Large: 5” high
(13 cm)

Small: 4” high
(10 cm)
Large: 5” high
(13 cm)

Rifton HTS 
Measurements

Email for a quote: sales@rifton.com
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